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Cable Ruler Water Level Meter 
 

Product Introduction 
 

 
 

SIZE: 30M, 50M, 100M, 150M, 200M, 250M, 300M, 400M, 500M 
 
Probe/sensor: stainless steel material, 14mm diameter, 220mm length 
 
Cable: minimum scale 1 mm, 9.8mm width 
 

 
 
     Uses and characteristics 
 

Our Cable Water Level Meter provides the most accurate method of measuring the water level, 

typically used for measuring wells, drilling and pipe’s water level. The instrument can be used 

during construction, can also be used as a long-term safety monitoring of the project. 
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Structural principle 
 
Ground receiving equipment - water level meter, by the probe, cable, the receiving system and 

winding drive components. 

l. Probe parts: stainless steel, installed the water resistance point of contact in inside , when the 

probe contact the water, it will turn on the receiving system automatically, when the probe contact 

out of the water , the system will automatically turn off the receiver . 

 

 

2. Portion of the cable: plastic technology combined by cables and wires, both to prevent 

the steel rulerrust, but also simplifies the operation process, the readings greater ease and 

accuracy. Minimum scale: 1cm. 

3. Receiving parts of the system: audio and peak indicator, the sound from the buzzer to 

send a continuous beep sound, the peak indicated as voltmeter pointer indicates both 

selected by a toggle switch, no matter what kind of reception system accuracy, readings are 

consistent. 

4. The winding drive parts: the winding disc and bracket, the receiving system and battery 

all placed in the core of the wire spool cavity, the cavity around the steel ruler cable. 
 
 
 
Usage 
 
When measuring, loosen the stop screw in the back of the winding drive, let the wire spool 

rotate freely, press the power button (power indicator light), put the probe into the pipe, holding 

a cable, the probe move slowly, the sound of the receiving system will send a continuous buzz, 

read and write cable in the dept dimension of the nozzle is the distance from the nozzle to the 

groundwater. 

If it is measure in the noise environment, the buzzer sound cannot be heard, could be replaced 

by the peak instructions, as long as toggle the selection switch on the instrument panel to the 

voltage profile. The measurement method and accuracy are the same to above. 

Readings must pay attention to two points: 

a) When the contact of the probe contact to the surface of the water, the sound will sound 

or voltmeterimmediately instructed, and you should slow retractable cable so carefully to 

find the exact location of the pronunciation or instructions instantly read out after the 

depth dimension of the orifice of the dot pitch. 

b) The accuracy of the readings, decided to determine the starting position of the buzzer 

sound or instructions in a timely manner, the accuracy of measurement and the operator's 

proficiency, it should be repeated practice and operation. 
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Cable maintenance 
 

l. Due to limited battery capacity, whenever the measurement is completed, you should 

immediately turn off the power switch, do not forget! Replace it with a new battery, the 

cable from the winding drive should be winded all down, twist off the front panel of the two 

self-tapping screws and remove the front panel, you can replace the batteries with new 

ones. 

 

 

2. After the completion of the measurement the probe and cable must be wipe clean, and 

the cable should neatly wound on the winding drive, and then placed in the cabinet. 

3. Probe requires sealing, the absolute prohibition of removal, in order to avoid damage. 

4. When probe goes wrong, please send back to the factory for repair. 

5. Cable should not be bent, especially near the end portion of the probe, in order to avoid 

damage and breakage. 

6. The probe should be gently and avoid severe vibration. 
 
 
 
 
 
Receipt and storage 
 

1. User acceptance instrument out of the box, you should first check the number of 

instruments are consistent with the packing list, any discrepancy, please contact with us. 

2. The instrument should be stored at a temperature of -10℃ to +40℃, the temperature 

was less than 80% of non-corrosive gas dry and ventilated room. 

 

 

 

 

 

  


